
VINYL  MOONWALLSTICKERS  CUT

the design is trimmed in a single color; the color vinyl comes already ordered from the factory

Release Paper:
Silicone coated paper on one side, 137 g/m², which provides excellent 

weed-stripping properties. For white vinyl, a light blue silicone paper is 

used, to form a stronger contrast to lettering.

Adhesive:
Solvent polyacrylate, permanent

Application:
Can be used indoors or outdoors, in decorations or advertising 

products. We recommend to use it only on flat surfaces such as smooth 

walls, glass, mirrors, doors, plates, laminated wood, vehicles…

Do not apply the vinyl on latex or silicone based paints. Also, do not 

apply on fresh painted walls (let them dry for about 3 weeks).

Certificates:
German General Type Approval (ABG, D5292) acc. to § 22a StVZO 

(Federal German Road Traffic Licensing Order)

Material: 
PVC-based self-adhesive film with a silicone coating on one side. Easily 

removable from almost all surfaces

Colors: 
See the available colors here 

Thickness: 
Normal Finish – 0.1 mm (0.0039 inches)

Finish for Floor – 0.22 mm (0.0087 inches)

Temperature resistance:
Adhered to aluminium, -40° C to +80° C, no variation

Sea water resistance:
Adhered to aluminium, after 100h/35° C, no variation

Fire resistance:
C-s1,d0 (flame retardant, no/low smoke production, no

flaming droplets

Application temperature:
> +8° C

Adhesive power:
18 N/25 mm
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